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NOTE:
• support for timber
deck structure
NOT to be drilled
to slab to avoid
penetrating and
damaging the
waterproofing

SWIMMING
POOL

new 125Ømm CCA treated

gum poles anchored into

metal base shoe placed
onto 3mm compression
rubber layer (no drilling

onto slab) - height of poles
to be verified on site

135mm wide composite timber deck
planks on timber support structure

152 x 38mm SA
Pine CCA H4
treated timber joists
fixed to timber
bearers @ 300mm
centres - see detail

152 x 38mm SA
Pine CCA H4
treated timber
bearers bolted to
gum poles placed
@ 1500mm centres
(or as indicated)

new 125Ømm CCA
treated gum poles

anchored into metal

base shoe placed
onto 3mm
compression rubber
layer (no drilling onto

slab) - height of poles
to be verified on site

152 x 38mm SA Pine
CCA H4 treated timber
joists fixed to timber
bearers @ 300mm
centres - see detail

135mm wide composite
timber deck planks on
timber support structure

152 x 38mm SA Pine
CCA H4 treated timber
bearers bolted to gum
poles placed @ 1500mm
centres (or as indicated)
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NOTES:
• support for timber deck
structure NOT to be
drilled to slab to avoid
penetrating and damaging
the waterproofing

135mm wide composite timber deck planks on 152 x 38mm SA Pine
CCA H4 treated timber joists (@ 300mm centres) fixed to 152 x
38mm SA Pine CCA H4 treated timber bearers bolted to 125Ømm
CCA treated gum poles anchored into metal base shoe (@ 1500mm
c/c or as shown) placed onto 3mm compression rubber layer

Martini seats
and steps by
pool contractor

pool structure
by specialist -
to Engineer's
approval

glass balustrade by
specialist to
Architect's approval
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NOTE:
• support for timber deck
structure NOT to be
drilled to slab to avoid
penetrating and damaging
the waterproofing

135mm wide composite timber deck planks on 152 x 38mm SA Pine
CCA H4 treated timber joists (@ 300mm centres) fixed to 152 x
38mm SA Pine CCA H4 treated timber bearers bolted to 125Ømm
CCA treated gum poles anchored into metal base shoe (@ 1500mm
c/c or as shown) placed onto 3mm compression rubber layer

timber stairs supported
on timber structure -
treads @ 300mm;
risers @ 225mm

135mm wide composite timber deck planks on 152 x 38mm SA Pine
CCA H4 treated timber joists (@ 300mm centres) fixed to 152 x
38mm SA Pine CCA H4 treated timber bearers bolted to 125Ømm
CCA treated gum poles anchored into metal base shoe (@ 1500mm
c/c or as shown) placed onto 3mm compression rubber layer

slanted timber
seating with
slanted back
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• support for timber
deck structure NOT
to be drilled to slab
to avoid penetrating
and damaging the
waterproofing

gas firepit by
specialist to
later detail

artificial lawn to
extend & wrap
over the edge

D

135mm wide composite timber deck planks on
152 x 38mm SA Pine CCA H4 treated timber
joists (@ 300mm centres) fixed to 152 x 38mm
SA Pine CCA H4 treated timber bearers bolted to
125Ømm CCA treated gum poles anchored into
metal base shoe (@ 1500mm c/c or as shown)
placed onto 3mm compression rubber layer

timber stairs
supported on
timber structure -
treads @ 300mm;
risers @ 225mm

glass balustrade by
specialist to
Architect's approval

Artificial lawn on 18mm thick Marine Plywood on
152 x 38mm SA Pine CCA H4 treated timber
joists (@ 300mm centres) fixed to 152 x 38mm
SA Pine CCA H4 treated timber bearers bolted to
125Ømm CCA treated gum poles anchored into
metal base shoe (@ 1500mm c/c or as shown)
placed onto 3mm compression rubber layer

slanted timber
seating with
slanted back
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